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SC-01

Config. Day Week MonthUnit

CL2        $ 80.00 $ 250.00 $ 520.00

FP-31
HCHO        $ 125.00                 $ 380.00          

GX-3R OFCH        $ 50.00        $ 150.00        $ 350.00 

GX-3R Pro 5 gas        $ 70.00               $ 200.00        $ 450.00 

GX-2012 OFCH        $ 70.00               $ 200.00        $ 450.00 

GX-6000
5 gas

6 gas

       $ 100.00 

       $ 120.00 

       $ 300.00        $ 740.00 

       $ 320.00        $ 760.00 

GX-6000
Benzene        $ 200.00               $ 480.00               $ 970.00 

Benzene pre-filter       $ 100.00 5 pk             $ 170.00 10 pk   

GX-8000 O2, HC LEL, HC Vol        $ 90.00        $ 320.00        $ 760.00 

SDM-3R (Pro) Dock $ 50.00 $ 150.00 $ 350.00

Dock $ 50.00 $ 150.00 $ 350.00

Dock $ 50.00 $ 150.00 $ 350.00

SDM-2012

SDM-6000

Gas Cylinder OFCH $ 230.00 34L              

Gas Cylinder Speciality P.O.A

Apex2

$ 40.00 $ 130.00 $ 300.00

Flow Detective $ 40.00 $ 130.00 $ 300.00

dBadge2 $ 60.00 $ 180.00 $ 540.00
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Tabs to suit FP-31 $ 30.00 5 pk

GX-6000 VOC ppb        $ 150.00        $ 370.00        $ 850.00 

FI-8000 Fumigation $ 120.00 $ 300.00 $ 780.00

Eagle II OFCH        $ 90.00        $ 320.00        $ 760.00 

1-5 Units

6-10 Units

11+ Units

$ 35.00

$ 30.00

$ 125.00

$ 120.00

$ 280.00

$ 270.00

Minmum 2 day hire unless collected & returned from Control Equipment offices

 $ 295.00 58L

$ 50.00 10 pk            
       $ 820.00          

              $ 95.00 20 pk

340 Diesel Kit $ 545.00 $ 1,525.00



SC-01 FP-31 GX-3R GX-3R Pro GX-2012 GX-6000 GX-8000 Eagle II FI-8000

Oxygen

HC % LEL

HC % Vol

Nitrogen Dioxide

CO2 ppm

Hydrogen Cyanide
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Ammonia

Chlorine
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HC ppm

Hydrogen % LEL

Hydrogen % Vol

Carbon Monoxide

Hydrogen Sulphide

HC gas calibrations available: Methane, Hexane, Propane, Pentane, Hydrogen, Isobutane 

Contact for Hire:



FI-8000
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                                 HC gas calibrations available: Methane, Hexane, Propane, Pentane, Hydrogen, Isobutane

Single Chlorine Gas MonitorSC-01

HIRE RATES:

DAY: $ 80.00

WEEK: $ 250.00

MONTH:             $ 520.00

Features:

Included Accessories: Optional Accessories:
(Not included - must be purchased seperately)

Specifications:

• Compact, 131 (H) x 63 (W) x 31 mm (D) approx.
• Lightweight, 215g
• 250 hours of continuous operation
• Operates on 2 “AA” alkaline batteries
• Audible/visual/vibration alarms
• Datalogging standard
• Impact resistant protective rubber boot
• IP Rating CSA, C/US classified

The SC-01 lightweight single toxic gas monitor with interchanable 
sensors automatically recognises any sensor change without any set 
up or configuration changes.  The capabilities of this device allows 
the sensor’s calibration information to stay with each sensor, which 
means calibration can be carried out away from the instrument.

• Alligator clip
• AA size alkaline batteries x2
• Impact resistant rubber boot
• Manual

• Belt clip
• Extender cable 3m
• Datalogging software for PC
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Gas Detection Principal Range Accuracy  Alarm 1 Alarm 2 STEL TWA

Chlorine (CL2) Electrochemical 0-3.00 ppm
± 10% of reading or ± 

5% of full scale 
0.5 ppm 1.0 ppm N/A 1.0 ppm 

SC-01
Unit Specifications

131 mm x 63 mm x 31 mm, 215 g
60 Seconds 

-10°C to +40°C Below 95% RH (non-condensing)

Dimentions & Weight
Response Time (T90)

Operating Temp & Humidity

Continuous operation
Safety Rating CSA, "C/US". Class 1, Division 1, Groups A, B, C, D

Sensor

Sampling Method Diffusion sampling

More than 250 hours (25°C, no alarm)
2 “AA” Alkaline dry cell batteriesPower Source 

Case Material Dust & splash resistant high impact plastic with protective rubber boot



FP-31 Portable Formaldehyde Gas Detector

The portable formaldehyde gas detector model FP-31 is a  
precision gas analyser which measures gases in the ppm range using  
photoelectric photometry method with chlorimetric detection tabs. 
This device is a highly sensitive portable instrument with an easy to 
read LCD display. The unit is capable of detecting very low levels of 
formaldehyde, in order to confirm if an area contains safe breathing 
levels. There are no known interfering gases, as shown on the chart 
on the reverse side of this sheet. 

Features:

HIRE RATES:

DAY: $ 125.00

WEEK: $ 380.00

MONTH:             $ 820.00

• AA size Alkaline batteries
• Attachment for tripod stand
• Operating Manual

Included Accessories: Optional Accessories:

• Data logger software
• Filter
• Detection TABS (5/10/20 pk)

(Not included - must be purchased seperately)

Specifications:

• Easy to read LCD display
• Easy operation
• Self diagnosis
• Less interference with other gases
• Measures 0.005 pm
• No warm-up time
• Available download to PC
• Resolutions 0.005 ppm
• Read-out of sample in 30 minutes
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Gas Detection Principal Range Accuracy  Alarm 1 Alarm 2 STEL TWA
0-0.4 ppm N/A N/A N/A N/A

0-1.00 ppm N/A N/A N/A N/A

Sampling Time 0-0.4 ppm 30 minutes (1,800 sec.) | 0-1.0 ppm 15 minutes (900 sec.)
Sampling Method Sample drawing with built-in pump

FP-31
Unit Specifications

Dimentions & Weight 85 mm x 190 mm x 40 mm, 500g

Sensors (Maximum 1)

± 10% of reading or ± 
5% of full scale 

Formaldeyde (HCHO) Photoelectric 
photometry

Operating Temp & Humidity -10°C to +40°C Below 90% RH (non-condensing)
Power Source 4 “AA” Alkaline dry cell batteries
Continuous operation 12 hours (with no alarm or backlight, with alkaline batteries at 20°C)



Portable Formaldehyde Gas Detector

MONTH:             $ 820.00
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HIRE RATES:

DAY: $ 50.00

WEEK: $ 150.00

MONTH:             $ 350.00

Confined Space MonitorGX-3R

The GX-3R is the worlds smallest 4 gas monitor weighing only 110 
grams. It simultaneously monitors and displays LEL combustibles, O2, 
CO and H2S. 

Included Accessories:
• AC charger
• Calibration cup
• Quick reference guide

Optional Accessories:

• USB to IrDA cable for datalogger
• RP-3R Attachable sampling Pump
• SDM-3R calibration station

(Not included - must be purchased seperately)

• Simultaneous detection of 4 gases LEL, O2, H2S & CO
• Dual audible alarm ports (95 db @ 30 cm)
• 3 visual alarm LED’s
• Vibration alarm
• IP-68 Waterproof/dustproof design
• Non-compliance indicator
• Large capacity data logging standard
- Log time range of 10 to 300 hours

• 25 hours of operation (Lithium-ion batteries)
• Impact resistant body
• STEL and TWA readouts
• Intrinsically safe, IECEx/ATEX approvedSpecifications:

Features:
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Dimentions & Weight
Response Time (T90)
Sampling Method 
Operating Temp & Humidity
Power Source 
Continuous operation
Safety Rating 
Case Material

Gas Detection Principal Range Accuracy  Alarm 1 Alarm 2
Combustible (CH4)* Catalytic Combustion 0-100% LEL ± 5% of reading or ± 2% full scale 5% LEL 10% LEL
Oxygen (O2) Electrochemical cell 0-25% Vol ± 0.5% 19.5% Vol 23.5% Vol
Hydrogen Sulphide (H2S) Electrochemical cell 0-100.0 ppm ± 5% of reading or ± 2 ppm 10 ppm 15 ppm 
Carbon Monoxide (CO) Electrochemical cell 0-500 ppm ± 5% of reading or ± 5 ppm 30 ppm 60 ppm

*Calibrated to Methane (CH4) as standard

GX-3R

Sensors

Unit Specifications
61 mm x 67 mm x 27 mm, 105 g

30 seconds
Diffusion sampling

-20°C to +50°C, 10 to 90% RH, non-condensing
Lithium-ion battery

25 hours after a 3 hour full charge
Ex da ia IIC T4 Ga Ex da ia I Ma (IECEx DEK 17.0050X)

Explosion proof, dust and water resistant to IP-66/68



HIRE RATES:
DAY: $ 70.00

WEEK:             $ 200.00

MONTH:           $ 450.00

Five Gas Personal Gas MonitorGX-3R PRO

The GX-3R Pro is the worlds smallest 5 gas monitor weighing only 
129 grams and fits in the palm of your hand. It simultaneously  
monitors and displays up to 5 different gases. In addition to  
monitoring standard confined space gases, LEL, O2, CO, & H2S, 
the GX-3R Pro has a 5th channel where you can add an additional 
sensor.

Included Accessories:
• AC charger
• Calibration cup
• Quick reference guide

Optional Accessories:

• USB to IrDA cable for datalogger
• SDM-3R calibration station

(Not included - must be purchased seperately)

• Simultaneous detection of 5 gases - LEL, O2, H2S, CO, SO2/CO2                  
(H2 Compensated CO sensor available)

• Smallest/Lightest 5 gas monitor on the market
(73 W x 65 H x 26 D mm), Approx 129g

• Bluetooth
• IP-68 Waterproof/dustproof design
• 25 hours of operation (Lithium-ion battery)
• Intrinsically safe, IECEx/ATEX approvedSpecifications:

Features:
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Dimentions & Weight
Response Time (T90)
Sampling Method 
Operating Temp & Humidity
Power Source 
Continuous operation
Safety Rating 
Case Material

Gas Detection Principal Range Accuracy  Alarm 1 Alarm 2
Combustible (CH4)* Catalytic Combustion 0-100% LEL ± 5% of reading or ± 2% full scale 5% LEL 10% LEL
Oxygen (O2) Electrochemical cell 0-25% Vol ± 0.5% 19.5% Vol 23.5% Vol
Hydrogen Sulphide (H2S) Electrochemical cell 0-100.0 ppm ± 5% of reading or ± 2 ppm 10 ppm 15 ppm 
Carbon Monoxide (CO) Electrochemical cell 0-500 ppm ± 5% of reading or ± 5 ppm 30 ppm 60 ppm

Carbon Dioxide (CO2) Infra-Red 0-10% Vol 0.5% Vol 3.0% Vol
Carbon Dioxide (CO2) Infra-Red 0-10,000 ppm 5000 ppm N/A

Nitrogen Dioxide Electrochemical cell 0-20 ppm 3 ppm 5 ppm

Lithium-ion battery

*Calibrated to Methane (CH4) as standard

GX-3R Pro
Unit Specifications

73 mm  x 65 mm x 26 mm, 129g
30 seconds

Diffusion sampling
-20°C to +50°C, 10 to 90% RH, non-condensing

25 hours after a 3 hour full charge
Ex da ia IIC T4 Ga Ex da ia I Ma (IECEx DEK 17.0050X)

Explosion proof, dust and water resistant to IP-66/68

Standard Sensors

± 5% of reading or ± 2% of full scale

5 ppm

Additional Sensors (Maximum 1)

Sulphur Dioxide (SO2) Electrochemical cell 0-100 ppm 2 ppm
± 10% of reading or ± 5% of full scale



MONTH:           $ 450.00
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Five Gas Personal Detector

Included Accessories:
• AC charger
• Rubber nozzle
• Manual
• Quick reference guide

Optional Accessories:

• USB to IrDA cable for datalogger
• Sample draw hose 3-15m
• 25cm probe
• Data logging software
• SDM-2012 Calibration Station

(Not included - must be purchased seperately)

• Monitors LEL, % Vol Methane, O2, CO and H2S
• Auto-ranging display of % LEL and % volume
• Internal sample drawing pump
• Vibration, visual, and audible alarms
• Quick charge (complete charge in 90 minutes)
• High impact protective rubber overmoulding
• Up to 600 hours of data logging with alarm trends

Features:

Specifications:

Built around our high-quality micro-sensor technology, the  
GX-2012 is our smallest personal 5 sensor gas monitor with a built in 
sample pump. Weighing only 350 grams, it has two operating modes: 
normal (for confined spaces) and bar hole. 

GX-2012

HIRE RATES:
DAY: $ 70.00

WEEK:             $ 200.00

MONTH:           $ 450.00    
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Dimentions & Weight
Response Time (T90)
Sampling Method 
Operating Temp & Humidity
Power Source 
Continuous operation
Safety Rating 
Case Material

Gas Detection Principal Range Accuracy  Alarm 1 Alarm 2
Combustible (CH4)* Catalytic Combustion 0-100% LEL ± 5% of reading or ± 2% full scale 5% LEL 10% LEL
Oxygen (O2) Electrochemical cell 0-40% Vol ± 0.5% 19.5% Vol 23.5% Vol
Hydrogen Sulphide (H2S) Electrochemical cell 0-100.0 ppm ± 5% of reading or ± 2 ppm 10 ppm 15 ppm 
Carbon Monoxide (CO) Electrochemical cell 0-500 ppm ± 5% of reading or ± 5 ppm 30 ppm 60 ppm

*Calibrated to Methane (CH4) as standard

GX-2012

Li-ion battery: 10 hours
Ex ia IIC T4 Ga (IECEx DEK 11.0045)

High dust & water resistant design IP-67

Standard Sensors

Unit Specifications
143 mm x 71 mm x 43 mm, 350g

Within 30 seconds
Sample Draw

-20°C to +50°C, 0 to 95% RH, non-condensing
Lithium-ion battery



One to Six Gas Personal DetectorGX-6000

• Multi gas detection 1 to 6 gases
• Smart sensors - PID, EC, IR
• World smallest & lightest 6 gas monitor
• High water & dust proof level IP67
• Various approvals ATEX/IECEx/CE
• 24+ hours operation
• Option to disable alarms
• Large capacity data logging standard
• Library of 600 VOC

Features:

Included Accessories:

Specifications:

Optional Accessories:

• USB to IrDA cable for datalogger
• Filter Set
• IrDA Cable
• SDM-6000 Calibration Station

(Not included - must be purchased seperately)

The GX-6000 provides the flexibility to  configure one instrument for  
multiple applications, reducing the need to purchase separate  
instruments for specific applications.

HIRE RATES:

DAY:            $ 100.00    $ 120.00    

WEEK:        $ 300.00    $ 320.00  

MONTH:      $ 740.00    $ 760.00

  5 GAS            6 GAS          • AC charger
• Taper nozzle
• Hand strap
• Belt clip
• Rubber boot
• Quick reference guide
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Dimentions & Weight
Response Time (T90)
Sampling Method 
Operating Temp & Humidity
Power Source 
Continuous operation
Safety Rating 
Case Material

Gas Detection Principal Range Accuracy  Alarm 1 Alarm 2
Combustible (CH4)* Catalytic Combustion 0-100% LEL ± 5% of reading or ± 2% full scale 5% LEL 10% LEL
Oxygen (O2) Electrochemical cell 0-40% Vol ± 0.5% 19.5% Vol 23.5% Vol
Hydrogen Sulphide (H2S) Electrochemical cell 0-100.0 ppm ± 5% of reading or ± 2 ppm 10 ppm 15 ppm 
Carbon Monoxide (CO) Electrochemical cell 0-500 ppm ± 5% of reading or ± 5 ppm 30 ppm 60 ppm

Combustible (CH4) Infra Red 0-100% Vol ± 5% of reading or ± 2% full scale N/A N/A
Carbon Dioxide (CO2) Infra Red 0-10% Vol 0.5% Vol 3.0% Vol
Carbon Dioxide (CO2) Infra Red 0-10,000 ppm
Ammonia (NH3) Electrochemical cell 0-400.0 ppm 25 ppm 35 ppm
Nitrogen Dioxide (NO2) Electrochemical cell 0-20.00 pm 3 ppm 5 ppm
Sulphur Dioxide (SO2) Electrochemical cell 0-99.90 ppm 2 ppm 5 ppm
Phosphine (PH3) Electrochemical cell 0-20.0 ppm 0.3 ppm 1.0 ppm
Hydrogen Cyanide (HCN) Electrochemical cell 0-15.0 ppm 5 ppm 10 ppm 
VOC's photoionization (PID) 0-6000 ppm ± 10% of reading, ± 1 digit 50 ppm 100 ppm

*Calibrated to Methane (CH4) as standard

14 hours on Lithium-ion battery pack
Ex ia IIC T4 Ga (IECEx PRE 15.0011)

Dust and water resistant with IP-67 approval

Standard Sensors

Lithium-ion battery

GX-6000

Additional Sensors (Maximum 2)

± 5% of reading or ± 2% full scale

± 10% of reading or ± 5% full scale

Unit Specifications
68 mm x 200 mm x 52 mm, 400 g

Within 30 seconds
Sample draw pump, flow rate 0.45 LPM

-20°C to +50°C, 0 to 95% RH, non-condensing



DAY:            $ 100.00    $ 120.00    

MONTH:      $ 740.00    $ 760.00
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BenzeneGX-6000
Specifications:

ppbGX-6000

HIRE RATES:

DAY: $ 200.00

WEEK: $ 480.00

MONTH:             $ 970.00

Specifications:

HIRE RATES:

DAY: $ 150.00

WEEK: $ 370.00

MONTH:             $ 850.00
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Included Accessories: Optional Accessories:
• AC charger
• Benzene tube holder
• Pre filter tubes (5 pk)
• Taper nozzle
• Hand strap
• Belt clip
• Rubber boot

• USB to IrDA cable for datalogger
• Pre filter tubes (5/10 pcs)
• IrDA Cable
• SDM-6000 Calibration Station

(Not included - must be purchased seperately)

Included Accessories:
• AC charger
• Taper nozzle
• Hand strap
• Belt clip
• Rubber boot

Optional Accessories:

• USB to IrDA cable for datalogger
• Filter Set
• IrDA Cable
• SDM-6000 Calibration Station

(Not included - must be purchased seperately)

Dimentions & Weight
Response Time (T90)
Sampling Method 
Operating Temp & Humidity
Power Source 
Continuous operation
Safety Rating 
Case Material

Gas Detection Principal Range Accuracy  Alarm 1 Alarm 2 STEL
Benzene photoionization (PID) 0.1-50 ppm ± 10% of reading, ± 1 digit N/A N/A N/A

GX-6000 BNZ

14 hours on Lithium-ion battery pack
Ex ia IIC T4 Ga (IECEx PRE 15.0011)

Dust and water resistant with IP-67 approval

Standard Sensors

Unit Specifications
68 mm x 200 mm x 52 mm, 600 g

Within 30 seconds
Sample draw pump, flow rate 0.45 LPM

-20°C to +50°C, 0 to 95% RH, non-condensing
Lithium-ion battery

Dimentions & Weight
Response Time (T90)
Sampling Method 
Operating Temp & Humidity
Power Source 
Continuous operation
Safety Rating 
Case Material

Gas Detection Principal Range Accuracy  Alarm 1 Alarm 2 STEL
VOC's photoionization (PID) 0-50,000 ppb ± 10% of reading, ± 1 digit 5,000 ppb 10,000 ppb N/A

14 hours on Lithium-ion battery pack
Ex ia IIC T4 Ga (IECEx PRE 15.0011)

Dust and water resistant with IP-67 approval

Standard Sensors

-20°C to +50°C, 0 to 95% RH, non-condensing
Lithium-ion battery

GX-6000 ppb
Unit Specifications

68 mm x 200 mm x 52 mm, 400 g
Within 30 seconds

Sample draw pump, flow rate 0.45 LPM



GX-8000 Portable Multi Gas Monitor LEL / O2 / VOL

The GX-8000 sets the new industry standard for rugged,
reliable portable gas detection. Its tough, water proof design  
utilises features based on years of gas detection design  
experience, to assure that the instrument will operate properly 
to protect workers and property in all kinds of harsh gas detection  
applications. 

Features:

HIRE RATES:

DAY: $ 90.00

WEEK: $ 320.00

MONTH:             $ 760.00

• Neck shoulder strap
• Gas sampling hose
• Instruction manual
• Gas sampling probe
• AC powered charger

Included Accessories: Optional Accessories:

• USB to IrDA cable for datalogger
(Not included - must be purchased seperately)

Specifications:

• Hydrogen purging applications
• Monitor up to 100% Volume combustible gas in inert atmosphere
• Large digital and bar graph display with back light
• Easy and simple operation
• Intrinsic safe design IECEx
• Water and dust resistant IP67
• Data logging standard
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Dimentions & Weight
Sampling Method 
Operating Temp & Humidity
Power Source 
Continuous operation
Safety Rating 
Case Material

Gas Detection Principal Range Accuracy  Alarm 1** Alarm 2** STEL
Combustible (H2)* Catalytic Combustion 0-100% LEL Less than ±5% LEL 5% LEL 10% LEL N/A
Combustible (H2) Thermal conductivity 0-100% Vol Less than ±5 Vol% N/A N/A N/A
Oxygen (O2) Electrochemical cell 0-40% Vol Less than ±0.7 Vol% 19.5% Vol 23.5% Vol N/A

**Alarms can be diabled for Hydrogen purging application

GX-8000

Greater than 12 hours
Ex ia IIC T4 Ga (IECEx KEM 10.0038)

Equivalent to IP67

Standard Sensors

*Calibrated to Hydrogen (H2) as standard, can be calibrated to other explsoive gases as requested

Unit Specifications
150 mm x 80 mm x 130 mm, 1.1 kg
Sample draw, minimum 0.75LPM

-20°C to +50°C, 0 to 95% RH, non-condensing
Lithium-ion battery



Portable Multi Gas Monitor LEL / O2 / VOL

MONTH:             $ 760.00
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Portable Survey Gas DetectorEAGLE II

The popular Eagle II portable gas detector is a powerful  
instrument that does more than just offer the standard confined space  
protection for LEL, O2, H2S and CO. The Eagle II portable gas  
detector is equipped with features that are not available on  
competitive units.

HIRE RATES:
DAY: $ 90.00    

WEEK: $ 320.00   

MONTH:            $ 760.00  

• PPM/LEL hydrocarbon detection
• Powerful long-life pump
• Low flow pump shut off and alarm
• Methane elimination for environmental use
• Data logging standard
• IrDA communications port
• External probe with hydrophobic filter

Features:

• Shoulder strap
• Alkaline batteries
• Hydrophobic probe
• 1.5m hose
• Internal hydrophobic filter

Included Accessories: Optional Accessories:

• Dilution fitting (50/50)
• NiMH batteries
• Battery charger 220 VAC
• Continuous operation adaptor
• Extension hoses

(Not included - must be purchased seperately)
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Dimentions & Weight
Response Time (T90)
Sampling Method 
Operating Temp & Humidity
Power Source 
Continuous operation
Case Material

Gas Detection Principal Range Accuracy  Alarm 1 Alarm 2
Combustible (CH4)* Catalytic Combustion 0-100% LEL ± 5% of reading or ± 2% full scale 5% LEL 10% LEL
Combustible (CH4)** Catalytic Combustion 0-50,000 ppm ± 50 ppm or ± 5% of reading 2500 ppm 5000 ppm
Oxygen (O2) Electrochemical cell 0-40% Vol ± 0.5% 19.5% Vol 23.5% Vol
Hydrogen Sulphide (H2S) Electrochemical cell 0-100.0 ppm ± 5% of reading or ± 2 ppm 10 ppm 15 ppm 
Carbon Monoxide (CO) Electrochemical cell 0-500 ppm ± 5% of reading or ± 5 ppm 30 ppm 60 ppm

Carbon Dioxide (CO2) Infra Red 0-60% Vol ± 5% of reading or ± 2% full scale 0.5% Vol 3.0% Vol

**Unit can switch between ppm mode and LEL mode by pressing range button
*Calibrated to Methane (CH4) as standard

Additional Sensors

Eagle II

16 hours using alkaline batteries / 20 hours using NiMH rechargable batteries
Water & dust resistant equivalent to IP64

Standard Sensors

Unit Specifications
240 mm x 133 mm x 149 mm, 1.7 kg

Within 30 seconds
Powerful, long-life pump .Flow rate approximately 900 ml/m

-20°C to +50°C, 0 to 95% RH, non-condensing
4 alkaline or NiMH, size C batteries

Specifications:



Fumigation MonitorFI-8000

The FI-8000 fumigation version is calibrated for five (5)  
selectable gas readings on the digital display. This  device is a  
precision gas analyser which is adapted to measure the % volume 
concentration of any of the commonly used gas in a mixture of air for 
fumigation gas. The operating principle of this analyser utilises the  
highly accurate measurement with CCD and fourier analysis  
technology.

HIRE RATES:

DAY: $ 120.00

WEEK: $ 300.00

MONTH:             $ 780.00

Specifications:

• Capable of measuring up to 5 kinds of fumigation gases
• Easy-to-read wide LCD display
• Built-in sample pump
• Operates continuously for over 12 hours (on 3 AA batteries)
• Optional Lithium Ion battery pack (over 18 hours continuous use)
• International certifications IECEx/ATEX/IP-67
• Lightweight at only approx. 1.2 kg
• Data logging stores up to 100 readings

Features:

• Fumigation filters
• Sampling hose
• AA size alkaline batteries
• Additional filter media

Included Accessories: Optional Accessories:

• Lithium-ion battery pack
• AC adapter
• Data logger software

(Not included - must be purchased seperately)
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Dimentions & Weight
Sampling Method 
Operating Temp & Humidity
Power Source & operation
Safety Rating 
Case Material

Gas Detection Principal Range Reading accuracy
0-200 g/m3

0.000-5.000% Vol
Sulfuryl Fluride (SO2F2) 0-200 g/m3
Phosphine (PH3) 0-50 g/m3
Hydrogen Cyanide (HCN) 0-200 g/m3
Cyanogen (C2N2) 0-50 g/m3
Methly Iodide (CH3l) 0-200 g/m3
Propylene Oxide (PO) 0-10% Vol

Optical Interferometric method

Methly Bromide (CH3Br)

Ex ia IIC T4 Ga (IECEx PRE 14.0061)
IP67

Standard Sensor

 ±3% of reading

Lithium Ion battery pack: 18+ hours

FI-8000
Unit Specifications

150 mm x 80 mm x 130 mm, 1.1 kg
Automatic draw-in by built-in pump

-20°C to +50°C, 0 to 95% RH, non-condensing
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Calibration StationSDM-3R

Features:
• Stand-alone station
(no PC required)

• Compatible with both GX-3R
  and GX-3R Pro
• Automatically charge, bump
  test, and/or calibrate
• Auto on/off of gas detector

Calibration StationSDM-2012

HIRE RATES:

DAY: $ 50.00

WEEK: $ 150.00

MONTH:             $ 350.00

Calibration StationSDM-6000

HIRE RATES:

DAY: $ 50.00

WEEK: $ 150.00

MONTH:             $ 350.00

sales@controlequipment.com.au
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HIRE RATES:

DAY: $ 50.00

WEEK: $ 150.00

MONTH:             $ 350.00

Features:
• Stand-alone station
(no PC required)

• Compatible with GX-2012
• Automatically charge, bump
test, and/or calibrate

• Auto on/off of gas detector

Features:
• Stand-alone station
(no PC required)

• Compatible with GX-6000
• Automatically charge, bump
test, and/or calibrate

• Auto on/off of gas detector



Personal Sampling PumpAPEX2

The Apex2 range of samping pumps has class beating performance 
and all models are Intrinsically Safe for use in flammable atmspheres. 
Get conected with the Airwave® mobile software and easily send 
data directly to your laptop.

• Bluetooth® and Airwave app
• Wearer acceptance
• Motion sensing
• Simple operation
• Innovative features
• Easy reporting
• Great battery life
• IP65
• ANZEx Certification

Features:

Included Accessories:
• Carry case
• Charger base
• Download software + cable
• Bag fill adaptors

HIRE RATES:

DAY:       $ 40.00    $35.00   $30.00

WEEK:   $ 130.00  $125.00 $120.00

MONTH: $ 300.00  $280.00 $270.00

sales@controlequipment.com.au
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1-5         6-10        11+

Optional Accessories
(Not included - must be purchased seperately)

• Tubing
• Cyclones
• IOM sampler
• Asbestos casettes

Contact for Hire:
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Personal Sampling Pump CalibratorFLOW DETECTIVE

HIRE RATES:

DAY: $ 40.00

WEEK: $ 180.00

• Gravimetric & real-time dust data
• Ease of operation
• Operates up to 13 hours
• Samples for TSP, PM10, PM2.5 and respirable fractions
• Individual instruments can be removed and utilised seperately
• No external power supply required

Features:

The Flow DetectiveTM is designed with ruggedness and accuracy in 
mind. With renowned ease of use, calibration of air sampling pumps 
just got quicker and easier. Use Airwave on your mobile device to  
connect remotely tothe Flow DetectiveTM and send calibration  
information via email.

Included Accessories:

• Charger base
• Tubing

sales@controlequipment.com.au
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MONTH:             $ 300.00
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Personal Noise DosimeterDBADGE2

HIRE RATES:

DAY: $ 60.00

WEEK: $ 180.00

MONTH:             $ 540.00

• Airwave software to check monitoring remotely
• Multiple ‘simulated’ dosimeters
• Simple operation
• Rugged design
• Long battery life
• Full colour display
• 1 second time history profiling
• Motion sensing
• Pause function
• Measures all noise dose parameters simultaneously

Features:

The dBadge2 is the next generation in personal noise dosimeters, 
offering features only previously available in the most advanced of 
handheld sound level meters. The dBadge2 personal noise dosim-
eter is the ideal tool for a variety of workplace noise assessments 
and campaigns with the added benefit of Bluetooth® connectivity, 
meaning you can connect the dBadge2 to your smartphone or mobile 
device.

Included Accessories:

• Charger base

sales@controlequipment.com.au
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Flue Gas AnalyserTESTO 340 DIESEL KIT

HIRE RATES:

WEEK: $ 545.00

MONTH: $ 1,525.00

Features:

Testo 340 Diesel Kit Includes The Testo 340 Flue Gas Analyser 
equipped with O2, CO, NO, NO2 (NOX) readings, Engine probe 
with thermocouple Max. The Testo 340 is the right tool for many 
different emission measurements. The compact design and  
reliable technology make it the ideal measuring instrument 
for commissioning, service and maintenance work and in test  
measurements on industrial burners, stationary industrial  
engines, gas turbines, and thermal processes.

Included Accessories:
• Testo 340 instrument
• Rechargable battery
• Calibration protocol & carry strap
• Transport case
• Engine probe with pre-filter
4m hose, 335m shaft

• Integrated flow/differential
pressure measurement

• Switching power supply 6,3VDC,
200mA

sales@controlequipment.com.au
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• Measurement range extension for Single dilution slot or
optional for all sensors

• Pressure-/ flow-measurement standard in every Testo 340
• Automatic flow-controlled gas pump
• 18 standard fuels and additional 10 user-defined fuels – Fuel

data is calculated using software easyEmission
• Direct measurement of 4 gases simultaneously
• CO range extension 50,000 PPM
• Automatic sensor protection range extension
• Smartphone App compatible

• O2 sensor (0-25 Vol.%)
• CO sensor (0-10,000ppm)
• NO sensor (0-3,000ppm)
• NO2 sensor (0-500ppm)
• Dillution over all sensors
• Thermocouple Type K
4m cable, incl. heat protection,
seal ring and compression fitting
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  Leaders in Gas Detection & Industrial Hygiene
Control Equipment Pty Ltd

Perth Office:

5/30 Enterprise Crescent
Malaga, WA 6090
Ph: 08 6184 7840

Brisbane Office:

1/3 Deakin Street
Brendale, QLD 4500

Ph: 07 3481 9000

www.controlequipment.com.au sales@controlequipment.com.au
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